MDLS9

5" ROUND FLUSH MOUNT
LED CEILING LIGHT

——

Dimmable

oA

Damp Location 108°Beam Angle

@ LIGHT SOURCE
N7 SMD CHIPS

DIMENSIONS

H: 1"

@. 5-1/2"

SPECIFICATION

HOUSING
Wattage (Typ) 10.5W
Lumen Typ) 800
Efficacy (LPw) 76.19 Imw
Beam Angle 108
CRI (Typical) 90

Color (+/5%)

2700K, 3000K, 3500K, 4000K, 5000K

DESCRIPTION

An architecturally pleasing, easy to install and low profile slim LED instant

mount round aperture downlighting.

Slim line, light weight and sleak look, provides more uniform light and an
instant on. It is a low profile downlight intended for ceiling or wall mount
applications. This luminaire offers the appearance of a recessed downlight

but is actually surface mounted.

APPLICATIONS

Slim LED Flush Mount Downlight is characterized by a completely flat lens
with a narrow flange, giving it an architecturally pleasing look.

This downlighting solution offers an affordable alternative to Air-Seal IC
recessed housings or Fire-Rated boxes, reducing material and installation

costs.

FEATURES

LED 5" flush mount

Decorative flush mount LED fixture
Damp location listed

Mounts directly to 3" and 4" junction
boxes Easy to install

Die-casting aluminum

LISTING / WARRANTY

ETL listed to US and Canadian standards
for damp location W/Feed through.

3 Years Limited Warranty.

108°

+180°

Dimming Triac(Consult with factory for approved dimmers)
LIGHT DISTRIBUTION
ORDERING GUIDE
SERIES CCT FINISH CONTROL SYSTEM
O MDLS5 0 27-2700K O WH- White O Blank - 120V Triac / Dimming
fggg{mdh ount O 30- 3000K O BK-Black 0 ZTD - 120/277V [ 0-10V / Dimming
ushioun 0 40- 4000K O SN-Satin Nickel
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